
Enclosed, you will find your Warranty Statement.  Please 
contact us with any questions or concerns at 
contact@t-funk.com or (860) 882-5919.

SpecificationsELA M 251E 
Type

Capsule

Polar Patterns

Frequency Response

Tube Type

Sensitivity

ImpedanceImpedance

THD @ 1 kHz at 1 Pa

Max SPL (1% THD)

Self Noise (Amplifier)

Power Requirements

Controls

Dimensions

WWeight

Vacuum Tube Condenser

CK12 - Edge Terminated Diaphragm

Omnidirectional, Cardioid, Figure-8

20 Hz - 20 kHz ± 3 dB

TELEFUNKEN Elektroakustik 6072A

17 mV/Pa  ± 1 dB

200 Ω200 Ω

< 0.2% (Amplifier)

130 dB

9 dBA

Dedicated Power Supply 

Polar Pattern Selector on Microphone

216 mm L x 50 mm Dia

596 g596 g

The ELA M 251E and ELA M 251T are part of the Diamond 
Series, which also includes the C12, U47 and U48. As with all 
Diamond Series models, this microphone was made by hand 
and tested in South Windsor, CT in a small production run to 
achieve the finest attention to detail.

Handling and Care Instructions:

Please be sure to secure the microphone to a microphone stand or 
overhead boom stand before use. Double check that the stand is 
stable and properly balanced.

Make all connections and confirm the power supply is set to the 
correct mains voltage before powering on the system.

Let the microphone warm up for at least 10 minutes before use. 

This is a very sensitive recording instrument; be conscious of sound This is a very sensitive recording instrument; be conscious of sound 
pressure levels. Damage may be done to the microphone.

We suggest the use of a pop filter when recording vocals.

Be sure to turn off the power supply and wait at least 5 minutes before 
disconnecting the microphone and cable.

When not in use, store the microphone in the included wooden box. It 
is not recommended to leave the microphone on a stand. 
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Upon replacement, TELEFUNKEN Elektroakustik will provide an additional 90-day 
limited warranty on the new capsule or tube. This warranty does not extend to any 
capsule or tube which appears to have been misused, altered, neglected, damaged, 
or stored in any manner that adversely affects it, or used in violation of instructions 
furnished by us. This limited warranty shall be void and of no further force or effect 
whatsoever if the microphone is repaired or modified by any person other than an 
authorized representative of TELEFUNKEN Elektroakustik.

This warranty shall not apply to any defect, failure, or damage caused in whole or in This warranty shall not apply to any defect, failure, or damage caused in whole or in 
part from attempts by personnel other than TELEFUNKEN Elektroakustik’s to open, 
repair, or service the microphone; nor to damage to a unit which has been modified 
by persons other than TELEFUNKEN Elektroakustik personnel.***

The length of this warranty shall not be extended for any reason without the 
expressed written consent of TELEFUNKEN Elektroakustik.

The The Warrantee shall be responsible for shipping charges of this microphone back to 
TELEFUNKEN Elektroakustik, with return ground shipment provided by the 
Warrantor (TELEFUNKEN Elektroakustik).

This 90-day limited warranty is given by TELEFUNKEN Elektroakustik in lieu of any 
other warranty expressed or implied.

*1 Year Warranty on VF14K tube, 5 Year Warranty when registered with purchase of 
new TELEFUNKEN U47 or U48.
** Some vacuum tubes can be replaced by the end use** Some vacuum tubes can be replaced by the end user. Upon submission of the 
warranty claim, TELEFUNKEN may send a replacement vacuum tube and offer 
directions for installation.
*** If any security seals are broken or altered in any way, this warranty is null and 
void.

TELEFUNKEN Elektroakustik warrants that any capsules and tubes used in their microphones are free from defects in 
material and workmanship for the period of ninety (90) days from the original date of purchase, and agree to replace 
any capsule or tube which, under normal installation and use, disclose such defect.*

This is provided that the complete microphone is delivered to TELEFUNKEN Elektroakustik intact for examination and 
provided that such examination discloses, in the judgement of TELEFUNKEN Elektroakustik, that the tube or capsule 
is indeed defective.**

TELEFUNKEN Elektroakustik 
Vacuum Tube & Capsule
90-Day Limited Warranty Statement
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